TEA010
Multifunctional Testers for torque screwdrivers and wrenches 0.5-10 NM

PRODUCT DETAILS

- Ideal tool for checking torque wrenches in workshops, garages and production lines
- Units of measure: Up to 12 selectable units like Nm, lbf.ft, lbf.in
- Easy to use (4 button interface).
- It can be used CW at temperature range -10°C / +50°C
- Allows up to 10 target torque settings and respective tolerances
- Micro-USB socket allows communication to PC or tablet.
- NO internal memory but can be connected to an external PC or tablet for data storage
- Operational modes: Peak (Dial), 1st peak (click) and track
- Accuracy ±1% CW
- Visual (backlit LCD display) signal
- IP40
- Horizontal & vertical mounting options
- Powered via Micro-USB socket Can also be powered from: USB power packs, PC USB output & vehicles via USB. Includes 110/220V universal charger
- Supplied in sturdy plastic case with foam
- Supplied with a factory declaration of conformity traceable to International Standards and CE marking
- 2014/30/EC , ISO 6789
- Made in UK
# PRODUCT ATTRIBUTES

**Product: TEA010**

<table>
<thead>
<tr>
<th>Product Attributes</th>
<th>0.5-10 Nm</th>
<th>0.37-7.37 lb-ft</th>
<th>4.43-88.5 lb-in</th>
</tr>
</thead>
<tbody>
<tr>
<td>Diagram</td>
<td><img src="image1.png" alt="Diagram" /></td>
<td><img src="image2.png" alt="Diagram" /></td>
<td><img src="image3.png" alt="Diagram" /></td>
</tr>
<tr>
<td>A</td>
<td>175 mm</td>
<td>10 mm</td>
<td>6.5 mm</td>
</tr>
<tr>
<td>B</td>
<td>1/4 mm</td>
<td>0.01 Nm</td>
<td></td>
</tr>
<tr>
<td>C</td>
<td>55 mm</td>
<td>10 mm</td>
<td>64 mm</td>
</tr>
<tr>
<td>D</td>
<td>N/A mm</td>
<td>64 mm</td>
<td>72 mm</td>
</tr>
<tr>
<td>E</td>
<td>64 mm</td>
<td></td>
<td></td>
</tr>
<tr>
<td>F</td>
<td>1.4 kg</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

Follow the Fish!

Contact: info@bahco.com / www.bahco.com